
INSTALLATION
This product offers different options to attach the Metallic Plate to 
your tablet. 

You can use your own custom aftermarket tablet case or the 
Standard iMagnet Tablet Case included.

1.Standard iMagnet tablet Case (recommended)

iMagnet™ Magnetic Mount Instructions 
(Tablet Edition)

READ THIS FIRST 
MG71-1 

IMPORTANT WARNINGS
- As with any air-tight suction devices, suction power may be lost 

over time. Do not place mount where your tablet and Mount may 
fall and injure you or others, or damage your tablet and/or this 
product. 

- Do not leave the Mount exposed to high temperatures under the 
sun when used on a car dashboard. 

- Ensure adequate suction power on Silicone Suction Cup before 
use.

PRODUCT OVERVIEW
1. Mount

1. Fit tablet into case.

2. Ensure all edges are 
tightly secure.

2. Custom aftermarket tablet case (use with caution)

Note: Only certain aftermarket tablet cases can be used in 
conjunction with iMagnet. The case must be be relatively thin and 
the design must allow the Metallic Plate to be in proximity with the 
Mount. Check for sufficient magnetic strength between the mount 
andyour tablet case before use.

Note: The Adhesion process of the Metallic Plate may be 
irreversible.

You can place the Metallic plate in one of two locations on your 
tablet case. (see option A and B)

A. ‘Sandwiched’ between tablet and tablet case
1. Remove the tablet from your custom aftermarket tablet 

case. 
2. Place the adhesive side of the Metallic Plate on the center 

of your case. Reinsert your tablet into the case, ensuring a 
secure fit. 

3. If the metallic plate does not allow a secured fit, use option 
B. 

Note: Do not adhere Metallic Plate directly onto rear of your 
tablet. 

B. Affixed on rear of custom aftermarket tablet case
Please note that the back of your own aftermarket custom case 
must have a flat rear surface to allow the adhesive Metallic 
Plate to be securely fixed. Some case surfaces and finishes, 
such as cloth, fabric, matte, as well as other similar types, will 
not allow the metallic plate to sufficiently affix securely. 
1. Clean the back surface of your tablet case thoroughly and wipe 

dry. 
2. Peel the protective sheet off the 3M adhesive tape on the 

Metallic Plate. 
3. Firmly press Metallic Plate on rear of the tablet case.
4. Allow 30 minutes for adhesive to set before use.

1. Magnetic Contact Surface
2. Adjustable Tilt Lock
3. Adjustable Arm Lock
4. Suction Lock Lever
5. 3M Silicone Suction Cup
6. Suction Cup Release Tab

2. Standard iMagnet Tablet Case

3. Metallic Plate

1.

2.

1        2       3

3.



Mount Installation
1. Chose a suitable mounting surface that will allow a strong, 

secured hold of the mount. The entire contact area between 
the mounting surface and the 3M Silicone Suction Cup must be 
completely flat and non-porous, such as glass or metal 
surfaces. Do not mount on air-porous surfaces such as wood, 
cardboard, painted walls, fabric, etc. 

2. Clean the mounting surface area thoroughly and wipe dry. 
Ensure the mounting surface is free of oil, dust, and debris. 

3. Peel off the protective cover from the 3M Silicone Suction Cup. 

4. Make sure the Suction Lock Lever is in an unlocked, upright 
position. 

5. Grip the Mount at the base and apply pressure onto the 
mounting surface, then firmly press the Suction Lock Lever 
downwards until it snaps into place to secure the 3M Silicone 
Suction Cup. 

6. Test and ensure the mount is tightly secured by slightly pulling 
the Mount outwards before use. 

REMOVAL AND REINSTALLATION

MOUNT 
1. Release the suction lock by firmly lifting the Suction Lock Lever to 

an upright position. 

2. Remove the 3M Silicone Suction Cup by holding the Suction Cup 
Release Tab and pulling outwards from the mounting surface. 

3. If the Suction Cup has debris and appears contaminated, clean 
the Suction Cup base thoroughly with warm water, then allow to 
air-dry. The silicone adhesive properties of this material will still 
remain after  wash. 

4. Reinstall by following the above mounting installation procedures. 

ADHESIVE METALLIC PLATE 
1. Remove the Metallic Plate by using a flat screwdriver or other thin 

tool to separate the plate from the tablet case. 

2. Due to its adhesive properties, unwanted residue may be left on 
the surface after removal. 

3. Reinstall the Metallic Plate by following the above adhesive 
Metallic Plate installation procedures. 

SAFE TO USE WITH ELECTRONIC DEVICES
The iMagnet™ mount contains magnetic components that are safe to 
be used in conjunction with your tablet. As stated by Macworld 
(January 12, 2012): “… magnet-based accessories are safe to use 
with iPads and pose no threat of scrambling interior electronics”. 

Temporary interference with internal magnetic compass on your 
tablet:
Temporary compass interference may be experienced when mounting 
and dismounting your tablet. To resolve this interference, simply flip 
the hinge on the iMagnet Mount, with your tablet remaining mounted, 
forward (screen of tablet faces upwards) and backward (screen of 
tablet faces downwards) to realign the internal compass. 

DEVICE COMPATIBILITY LIST
To view which electronic devices are compatible with this product, 
please see our updated product list online: 

www.iMagnetMount.com/compatible 

WARNING 
• Do not mount this product directly above hazardous objects. 
• Do not mount this product on the ceiling or other high locations that 

will cause the dismounted device to fall a long distance. 
• Do not mount this product directly above your head. 
• Do not mount this product directly above any dangerous objects in a 

kitchen (e.g. knives, water, glassware etc.) 
• Do not mount this product in a manner where improper usage of the 

product may cause injuries to you or others around you. 
• Do not mount this product in areas where it will affect driving 

abilities, or block road vision. 
• Do not mount this product in front of airbag areas inside a vehicle. 
• Do not leave this product under direct sunlight and/or around heat 

sources that may exceed 120°F (50°C). 
• Do not remove the plastic film cover from the Metallic Plate inside 

the included Standard iMagnet Tablet Case. This is to protect the 
metal disk from scratching your tablet. 

• The Metallic Plate edge is sharp and may become a potential 
hazard. Please handle the metallic plate carefully and should not be 
handled by children.

• Over time, the 3M Silicone Suction Cup may lose its secured grip on 
surfaces that are not air tight. Please regularly check for adequate 
suction grip prior to use. 

DISCLAIMER 
iMagnet™ uses magnets, please use extreme caution when used 
near magnetically sensitive items such as credit cards, hard drives 
and pacemakers. Caution must be taken when carrying this 
product around as it may potentially come into close contact with 
magnetically sensitive items. 
Carefully follow these instructions, as misuse or improper 
installation may cause harm to your mounted device, the 
mounting surface, and other person(s) and/or object(s) around 
the mounting area. iMagnet™ is not responsible for any damages 
that may be done as a result of the misuse or improper 
installment of this product. 

WARRANTY - ONLINE REGISTRATION REQUIRED
Thank you for purchasing the iMagnet™ Mount product, the 
premier choice for all of your mounting needs. It is our pleasure 
to offer a one-year warranty all iMagnet™ Mount products. It is 
important to note that any iMagnet™ warranty is valid only on 
purchases made by residents of the U.S.A. for one-year. Register 
your product on:

www.iMagnetMount.com/warranty

CUSTOMER SERVICE SUPPORT

We have a dedicated customer service team who will answer your 
questions by email. We promise to respond your email within 24 
hours.

service@iMagnetMount.com

iMagnet™

www.iMagnetMount.com

2012 All Rights Reserved.
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